
BlackBox 510 

VRT and Auto Shut Off 
Quick Start Guide 

Getting the VRT files to the BlackBox 

If you do not have a WebTrack account, insert the memory stick into 
the personal computer and copy the files sent by the soil mapping 
company into the relevant folder on the stick.  
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1) Plug the memory stick supplied with your 
unit into your personal computer. 
 
 
 
 
 
2) Log on to your WebTrack account and go 
to your Start Page. Under the Files section 
check to see if you have received the files 
from the soil mapping company. 
 
 
 
 
 
 
 
 
 
3) If the files are present, open the WebSync 
tool (Found under - Start > Programs > 
Patchwork Technology).  
Left mouse click Configure, ensure your 
WebTrack Username is in the box and left 
mouse click on OK. 
Left mouse click on Sync and WebSync will 
automatically transfer the files from 
WebTrack to the memory stick. 
 
 
4) Once the Sync is complete, eject the 
memory stick from your personal computer 
and take it to the BlackBox unit. 



Screen Overview (VRT Guidance mode) 
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Starting a VRT Job 

Setting up the unit 

1) Insert the memory stick and power up. Press 
Start BlackBox, then Setup. 
 
 
2) Press VRT options, 
then VRT Controller. 
Highlight the appropriate 
controller from the list 
and press OK. 
 
 
3) If using Auto Shut Off 
press Auto Shut Off Settings and then 
Auto Shut Off. An option box will open; press 
Yes to turn auto shut off on and press Finished. 
 
 
4) Press VRT Test, then Test and check that 
the rate on the BlackBox and the controller is 
counting 100,200...up to 1000 (may not be in 
sync because of delay). If the test is unsuccessful, 
turn off both units, check all connections, power up 
and run the test again. 
When successful press Finished three times 
to return to the BlackBox menu. 
 
 
Tip When spreading with auto shut off, use GPS Offset to set the position behind the 
antenna that the implement will be turned on/off. 

1) Position the vehicle in the field where you want to start the job from. In the BlackBox 
menu select Start Planned Job. 
 
2) Highlight the farm name from the list and press OK. Do the same for the field and 
the plan. 
 
If using Auto Shut Off a disclaimer will 
appear, read the disclaimer and press 
Agree to start the job with auto shut off. 
 
 
3) The VRT Guidance screen will open with the field plan displaying the different rate 
areas as colours; the unit is ready to start the VRT Job. 



Using VRT Guidance and Field Recording 

Using Auto Shut Off without a VRT plan 

1) Do a head land run of the field. 
 
2) At the beginning of the last straight run press the Guidance Bar once to set the A 
position, as you come to the end of the run press the bar again to set the guidance 
line. Use the guide arrow and distance off centre ‘D:’ in the guidance bar to keep the 
vehicle in line. 
 

 
 
 

 
 

 
 
3) When you turn in the headland the next track line will appear identified by the 
number next to ‘T:’ ready for you to line up to. The area that has been worked will 
have a trace recording (Green line). 
If using Auto Shut Off the implement will stop working if driven in a worked area 
(depending on settings). 
 
4) Once the Job is complete, press the Menu button and select Finish Job. 

Position A set 

Guidance line set 
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1) Start a guidance job, see ‘Starting a New Job’ in the BlackBox 510 Quick Start 
Guide. After following the ‘Starting a New Job’ instructions, a Disclaimer will appear, 
read the disclaimer and press Agree. 
 
2) Enter the application 
rate using the number pad 
and press OK. 
 
 
 
 
3) The guidance screen will open ready to start the job. See the BlackBox 510 Quick 
Start Guide ‘Using First Pass / Headland Guidance’ for details on using guidance to 
assist with the job. 
 
During the job the unit will send a signal to the controller to stop the implement 
working when the trace recording (green line) is driven into and then start the 
implement when driving out of the trace recording (depending on settings). 
 
N.B. the rate can be changed and auto shut off disabled during the job by pressing 
the ‘Rate’ display on the guidance screen. 
 


